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	Architectural Package Content

	1. Architectural Report

	1.1. 
	Completed Check List (refer to following pages)

	1.2. 
	Completed Universal Accessibility Code Compliance Check List (refer to page 4)

	1.3. 
	Introduction

	1.4. 
	Design basis

	1.5. 
	Sections as per page 2

	1. Model/Drawings - Native Files in ZIP





Architectural Checklist – Concept Design


	Architectural Package 

	1. Report to be split into the below sections and prepared in the following order: 

	1.1. 
	Plot sheet provided by the Organiser
	Yes
	☐	NA
	☐
	1.2. 
	Setting out plan including levels and coordinates (Levels to be noted in both Dubai Municipality Datum (DMD) values, and absolute values measured against a localised reference of 0.00) 
	Yes
	☐	NA
	☐
	1.3. 
	Flow and accessibility diagrams/plans (visitor journey) for all floors indicating different group flows (i.e. VIP’s, general visitors, people of determination, etc.)
	Yes
	☐	NA
	☐
	1.4. 
	Floor plans including levels in DMD and absolute values
	Yes
	☐	NA
	☐
	1.5. 
	Sections including levels in DMD and absolute values
	Yes
	☐	NA
	☐
	1.6. 
	Elevations (with clear indication of overall building height)
	Yes
	☐	NA
	☐
	1.7. 
	Perspectives and renders
	Yes
	☐	NA
	☐
	1.8. 
	Landscaping

	1.8.1. 
	Landscaping plan including all external soft and hard landscape material indications and levels in DMD and absolute values
	Yes
	☐	NA
	☐
	1.8.2. 
	Shading coverage detail on any external queuing areas
	Yes
	☐	NA
	☐
	1.9. 
	Solar and natural ventilation diagrams
	Yes
	☐	NA
	☐
	1.10. 
	Area Calculations 

	1.10.1. 
	General arrangement plans of all floors (CAD drawings to include closed polylines or hatches for area calculation verification)
	Yes
	☐	NA
	☐
	1.10.2. 
	Area schedules indicating GFA’s and BUA’s
	Yes
	☐	NA
	☐
	1.11. 
	Copy of approved Exceptional Permission Requests (if applicable)
	Yes
	☐	NA
	☐







	Architectural Package 

	2. Confirmation of design compliance with the following items:

	2.1. 
	Plot Sheet parameters
	Yes
	☐	NA
	☐
	2.2. 
	Plot boundary levels to be maintained as per the levels indicated on the Plot Sheet
	Yes
	☐	NA
	☐
	2.3. 
	Building and landscape levels designed for storm-water free discharge  
	Yes
	☐	NA
	☐
	2.4. 
	Separate entrances for primary (public) and back of house (BOH) 
	Yes
	☐	NA
	☐
	2.5. 
	Separate entrance for Food and Beverage (F&B) facilities
	Yes
	☐	NA
	☐
	2.6. 
	Queuing area is within the plot boundaries and does not impact the BOH
	Yes
	☐	NA
	☐
	2.7. 
	Landscape features have no impact on Utility Easement indicated in the Plot Sheet
	Yes
	☐	NA
	☐



	Remarks

	Click to enter text.


	Architectural Accepted Softcopies/Software

	CAD with PDFs 


















Universal Accessibility Codes Checklist – Concept Design

	1. Accessible Path (in Landscaping and Exterior Areas)

	a.
	Enough width - more than 2000 mm and with no obstacle reducing it to less than 1200 mm.
	Yes
	☐	NA
	☐
	b.
	Gradient ≤ 5%, else a Ramp to be indicated
	Yes
	☐	NA
	☐


	2. Guardrails (for Edges in Balconies, Mezzanines, and Level Drops)

	a.
	Height ≥ 1100 mm
	Yes
	☐	NA
	☐


	3. Ramps (Wheelchair Accessible for Gradients ≥ 5%)

	a.
	Complies with the following parameters: 
[image: ]
	Yes
	☐	NA
	☐
	b.
	Run usable width ≥ 1000 mm between handrails
	Yes
	☐	NA
	☐
	c.
	No curved ramps
	Yes
	☐	NA
	☐
	d.
	Landings at the beginning and end of every run - surface 1500 mm x 1500 mm
	Yes
	☐	NA
	☐
	e.
	Maximum rise and length to comply with the following illustration: 

[image: ]
	Yes
	☐	NA
	☐


	4. Stairs

	a.
	No open risers or discontinued treads
	Yes
	☐	NA
	☐
	b.
	Usable width ≥ 1200 mm
	Yes
	☐	NA
	☐


	5. Handrails (for Stairs and Ramps)

	a.
	Height of 900 mm
	Yes
	☐	NA
	☐


	6. Elevators

	a.
	Present in buildings with more than one floor
	Yes
	☐	NA
	☐
	b.
	Recommended dimension of 1500 x 1500 mm - (minimum 1200 x 1500 mm)
	Yes
	☐	NA
	☐
	c.
	Manoeuvring space of 1500 x 1500 mm in front the lift access
	Yes
	☐	NA
	☐
	d.
	Recommended elevator interior and door dimensions:
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	Yes
	☐	NA
	☐


	7. Lift Platforms (Accessibility Cabins for Level Changes within a Space)

	a.
	Dimensions of the cabin minimum 900 x 1500 mm and allow its use by a wheelchair user
	Yes
	☐	NA
	☐
	b.
	If open cabin model is used: maximum travel height of 2000 mm 
	Yes
	☐	NA
	☐
	c.
	If full cabin model is used: maximum travel height of 4000 mm
	Yes
	☐	NA
	☐
	d.
	Access area to lift platform minimum 1500 x 1500 mm
	Yes
	☐	NA
	☐
	e.
	Lift platform dimensions:
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	Yes
	☐	NA
	☐



	8. Accessible Toilets

	a.
	Provide at least 1 accessible toilet for each gender or 1 independent accessible toilet for both genders
	Yes
	☐	NA
	☐
	b.
	Doors in accessible toilets open outwards or sliding
	Yes
	☐	NA
	☐
	c.
	Corridor widths in toilet blocks with accessible toilets, showers, lockers minimum of 1200 mm
	Yes
	☐	NA
	☐
	d.
	Manoeuvring space in accessible toilets with diameter of 1500 mm 
	Yes
	☐	NA
	☐
	e.
	Recommended to provide baby changing board in each toilet block
	Yes
	☐	NA
	☐
	f.
	Dimensions for independent accessible toilet: 
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	Yes
	☐	NA
	☐
	g.
	Minimum dimensions for accessible toilet within a toilet block: 
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	Yes
	☐	NA
	☐









	9. Restaurants’ Dining Areas

	a.
	10% of the tables to be accessible
	Yes
	☐	NA
	☐
	b.
	Width ≥ 900 mm to reach accessible tables and self-service areas
	Yes
	☐	NA
	☐
	c.
	Accessibly dimensions for dining areas: 
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	Yes
	☐	NA
	☐


	10. Accessible Doors and Entrances

	a.
	Dimensions of doors ≥ 900 mm width x 2100 mm height
	Yes
	☐	NA
	☐


	11. Internal Corridors

	a.
	Recommended width ≥ 1200 mm - (minimum width 1000 mm) 
	Yes
	☐	NA
	☐
	b.
	In corridor turns and direction changes a minimum manoeuvring space of 1200 mm is provided 
	Yes
	☐	NA
	☐


	12. Balconies

	a.
	Minimum dimension of balcony 1500 x 1500 mm
	Yes
	☐	NA
	☐
	b.
	[bookmark: _GoBack]Width ≥ 900 mm for balcony access / entrance 
	Yes
	☐	NA
	☐







	13. Auditorium Seating Spaces

	a.
	For facilities with fixed auditorium seats - wheelchair spaces to be provided and arranged in groups of 2 and to include the international symbol of access
	Yes
	☐	NA
	☐
	b.
	For facilities with fixed auditorium seats - set of 2 reserved wheelchair spaces provided for every 50 seats or fraction thereof (if beyond 500 seats - set of 2 reserved wheelchair spaces provided for every 100 seats of fraction thereof)
	Yes
	☐	NA
	☐
	c.
	Dimensions for each wheelchair seating space 865 x 1400 mm for front approach or 865 x 1500 mm for lateral approach
	Yes
	☐	NA
	☐
	d.
	Reserved seating space allocation examples in auditoriums:
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	Yes
	☐	NA
	☐



	Remarks

	Click to enter text.


	Architectural Accepted Softcopies/Software

	CAD and PDFs
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