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SECTION B-B 

 

 This design and the information comprised in it may 
not be copied, duplicated, or otherwise used, in 
part or in full, without the written consent of Arhimar 
and may only be used for the intended purpose 
they were assigned. 
 

1cademia 
lifestyle shopping center 

 

CONSTRUCTION OF MULTIPURPOSE CENTRE 
UNDERGROUND GARAGE AND AREAS WITH 

COMPLEMENTARY FUNCTIONS 

CLUJ-NAPOCA 
6 B.P. HAŞDEU str. 
Beneficiary: 
S.C. NISCO INVEST S.R.L. 
77 Mărăşeşti str., 
Cluj-Napoca 
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Importance category: C 
Importance class: III 
Fire resistance rating: I 
 
Land area = 6979.67 sq m 
Built area = 4143 sq m 
Gross building area = 19.113 sq m 
 
 
 
 
 
LOP = 59.36% 
LUC = 2.74 

LOP – land occupation percentage; LUC – land use coefficient. 

 
Hydroinsulation protection 
bituminous membrane hydroinsulation 
thermal insulation extruded polystyrene 
self-leveling screed 3cm 
slope concrete 
RC (reinforced concrete) coffered floor 
plastering+polishing plaster coat+ painting 
 

  

Wearing course – stone slabs 
hydroinsulation protection 
bituminous membrane hydroinsulation 
hydroinsulation support screed 
thermal insulation extruded polystyrene 
vapour barrier 
diffusion layer 
slope concrete 
prefab concrete strips with gaps, 26 cm 
 

  

hardwood flooring/ceramic floor tiles 
self-leveling screed 3cm 
monolithisation layer 5 cm 
prefab concrete strips with gaps 
plastering+polishing plaster coat+ painting 
 

  

dry tiling – ceramic wall tiles 
metal profiles – tile support 
ventilation layer 
hydroinsulation membrane 
thermal insulation – polystyrene 10cm 
AAC (utoclaved aerated concrete) masonry 30cm 
plastering+polishing plaster coat+ painting 
 

  

drilled piles – diameter 60cm 
25-cm concrete layer cast over the drilled piles 
hydroinsulation membrane 
brick masonry 10cm 
plastering+polishing plaster coat+ painting 

 quartz-infused concrete wearing course 
main foundation plate – reinforced concrete, 90cm 
hydroinsulating membranes 
concrete screed 5cm 
granular substrate 15cm 
natural ground 

 

Etaj Storey 

Mezanin Mezzanine 

Parter Ground floor 

Demisol Semi-basement 

Subsol Basement 

ZONĂ SERVICII SERVICE ZONE 

TAVAN FALS FALSE CEILING 

TAVAN FALS EXECUTAT DE CHIRIAŞ FALSE CEILING EXECUTED BY THE TENANT 



FINISAJ EXECUTAT DE CHIRIAŞ FINISH EXECUTED BY THE TENANT 

PLACĂ PLATE 

UNITATE COMERŢ BUSINESS UNIT 

CLINICĂ CLINIC 

PODEA ÎNĂLŢATĂ + FINISAJ RAISED FLOOR + FINISH 

BIROURI OFFICES 

MUSIC / SPORTS BAR MUSIC / SPORTS BAR 

MALL MALL 

MAGAZIN ALIMENTAR GROCERY STORE 

CAFENEA COFFEE SHOP 

BANCOMATE ATMs 

CHIOŞC KIOSK 

CORIDOR CORRIDOR 

FAST FOOD FAST FOOD 

PARCARE PARKING LOT 

STAŢIE DE POMPARE PUMPING STATION 

LIMITA SITULUI SITE LIMIT 

TBC ? 

 
A  Facing brick panelling - dry fitting 

Colour - scarlet red 
Frame for AAC masonry 30cm 
Vertical metal structure with fastening clamps 
Thermal insulation: polystyrene 10cm 

 
B  Decorative stone tiling strip 

Random cuts in plane 
 
C  Metal structure - profiles 200x100mm; frame for illuminated name-plate 
 
D  Plastering 

Fine white plastering, 10mm, applied on extruded polystyrene, 120mm 
 
E Shiny black granite tiling 

Vertical strips 400-mm wide 
 
F Plate corbels covered in greenish copper sheet-metal 
 
G Structural glazing in 3 contrasting green hues 
 
H Metal headers, colour - green RAL 6034 
 
K Metal awning 
 
J Metal structure for metal awnings 
 
L Metal lovers, colour - green RAL 6034 
 
M Patina green copper panels 
 
N Clear structural glazing 
 
P Frontage plated with metal panels, colour - matte white 

AAC masonry with aluminium horizontal bars fastened with brickwork clips 
Polystyrene thermal insulation 100mm 



 
R Double glazing with aluminium window frame, aluminium header and railing 
 
T Clear glass boxes protruding from the frontage 
 
U illuminated advertising sign 


